
RQT8248-BEB GN

Operating Instructions

Portable DVD/CD Player
Model No. DVD-LS91

Region number
The player plays DVD-Video marked with labels containing the region number or “ALL”.

Example: For the United Kingdom

Region Number

For the United Kingdom 2

For Australia and N.Z. 4

Unless otherwise indicated, illustrations in these 
operating instructions are of the models for the 
United Kingdom.

2 ALL 3
5

2

MULTI-FORMAT PLAYBACK See page 6 for details.

Dear customer
Thank you for purchasing this product.
For optimum performance and safety, please read these instructions carefully.
Before connecting, operating or adjusting this product, please read the instructions completely. 
Please keep this manual for future reference.

[Note] “EB” on the packaging indicates the 
United Kingdom.
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No picture on the LCD. ≥ Select a monitor mode other than “OFF” (No picture). (12, Selecting 
how to show 4:3 aspect pictures on the LCD).

The LCD is dark. ≥ Adjust the brightness. (12)
LCD pixels turn black or 
radiate different colors.

≥ The LCD is constructed with precision technology so 99.99 % of the 
pixels are active, but of the remaining of 0.01 %, there are pixels that 
may be black or emit light constantly. This phenomenon is not a 
malfunction.

Picture doesn’t appear on 
the television (or the size 
of the picture seems 
wrong).

≥ Check connections. (26)
≥ Check that the television is on.
≥ Check that the input mode on the television is correct.
≥ Check the settings in “Video—TV Aspect”. (24)
≥ Turn off the zooming feature on your television if you are using Zoom. 

(23)
≥ Ensure that the unit is connected directly to the television, and is not 

connected through a video cassette recorder. (26)
Picture distorted ≥ Picture quality may worsen or some frames may be skipped when 

viewing MPEG4, but this is normal.
≥ [DivX] Change “Source Select” in Picture Menu. (22) 
≥ Set “Monitor Priority” to “Video Output” when connecting to a 

television. (24)
Picture stops. ≥ Picture may stop if the DivX files are greater than 2 GB.

Menu not displayed 
correctly.

≥ Restore the zoom ratio to a1.00. (23)
≥ Set “Subtitle Position” in Display Menu to “0”. (23)

Auto zoom function does 
not work well.

≥ Use the other preset aspect ratios or manual adjustment. (23)
≥ Zoom function may not work well, especially in dark scenes and may 

not work depending on the type of disc.

Sound distorted. ≥ Select “Off” in “Advanced Surround”. (13) 
≥ Move unit away from mobile phones.
≥ Noise may occur when playing WMA files.
≥There may be some noise output when playing MPEG4, but this is 

normal.
Piercing noise comes 
from the speakers.

≥ If you have connected a digital amplifier which does not include 
decoder, be sure to select “PCM” in “Dolby Digital”, “DTS Digital 
Surround” or “MPEG” in “Audio” tab. (25)

Effects do not work. ≥ None of the audio effects work when the unit is connected through 
the digital optical cable and is outputting bitstream signals. (26)

≥ Some audio effects do not work or have less effect with some discs.
≥ H.Bass, Advanced Surround, Multi Re-master and Sound 

Enhancement do not work if you have changed the play speed.

No sound from the unit’s 
speaker.

≥ The speaker is off if the LCD is closed or headphones are connected.
≥ Turn up the volume. (10)

No sound from other 
speakers.

≥ Check all connections and settings. (26)

No sound ≥ There may be a pause in sound when you change the play speed.
≥ [DivX] Audio may not be output due to how files were created. (7)

Picture incorrect

Sound incorrect
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Troubleshooting guide

Cannot record to digital 
recording equipment.
(Incorrect sound 
recorded.)

≥ You cannot record WMA/MP3.
≥ You cannot record DVDs that have protection preventing digital 

recording.
≥ You cannot record DVDs if the recording equipment cannot handle 

signals with a sampling frequency of 48 kHz.
≥ Make the following settings:

– Advanced Surround: Off (13)
– PCM Digital Output: Up to 48 kHz (25)
– Dolby Digital/DTS Digital Surround/MPEG: PCM (25)

“/” ≥ The operation is prohibited by the unit or disc.
No On-Screen display. ≥ Select “On” for “On-Screen Messages” in “Display” tab. (25)
“Check the disc.”
“U11”

≥ Clean the disc. (27)
≥ You inserted a disc that has not been finalized. (6)

“  ERROR 01” ≥ A problem has occurred with the battery pack. Consult your dealer.

“  ERROR 02” ≥ The battery pack has been recharging for 20 hours but has failed to 
recharge for some reason. Recharge again.

“  ERROR 03” ≥ You are recharging in a location that is too hot or too cold. Recharge at 
normal temperature (i5 to i35 oC).

“H ∑∑”
∑∑ stands for a 
number.

≥ Trouble has occurred. The number appearing after “H” depends on the 
problem. Turn the unit off and on again. Alternatively, turn the unit off, 
disconnect the power source (AC or battery pack), reconnect the power 
and turn the unit on again. 
If the service numbers fail to clear, note the service numbers and 
consult your dealer.

“Cannot display group xx, 
content xx”

≥ You are trying to play incompatible groups or content. (7)

“Authorization Error” ≥ You are trying to play the DivX VOD content that was purchased with a 
different registration code. You cannot play the content on this unit. (17)

“Rented Movie Expired” ≥ The DivX VOD content has zero remaining plays. You cannot play it. 
(17)

The [Í] indicator 
flashes rapidly.

≥ The unit has malfunctioned. Consult your dealer.

The [Í] indicator 
flashes slowly.

≥ The unit is on and the LCD is closed or the monitor mode is set to 
“OFF” (No picture). Turn the unit off when you have finished.

The [CHG] indicator 
flashes rapidly.

≥ There is a problem with the battery pack. Turn the unit on and check 
the message on the LCD. (above)

The [CHG] indicator 
flashes slowly.

≥ Battery pack charge is low. The unit will turn off automatically after a 
few minutes. 

Recording

Displays

[Í] and [CHG] indicatorsTr
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Specifications
Operating temperature range:

i5 to i35 oC
Operating humidity range:

5 to 85 % RH (no condensation)
Discs played (8 cm or 12 cm):

(1) DVD (DVD-Video, DivX§6, 8)
(2) DVD-RAM (DVD-VR, JPEG§4, 6, 7, MP3§2, 6 

MPEG4§5, 6, DivX§6, 8)
(3) DVD-R (DVD-Video, DVD-VR, JPEG§4, 6, 7, 

MP3§2, 6, MPEG4§5, 6, DivX§6, 8)
(4) DVD-R DL (DVD-Video, DVD-VR)
(5) DVD-RW (DVD-Video, DVD-VR, 

JPEG§4, 6, 7, MP3§2, 6, MPEG4§5, 6, DivX§6, 8)
(6) iR/RW (Video)
(7) iR DL (Video)
(8) CD, CD-R/RW [CD-DA, Video-CD, SVCD§1, 

MP3§2, 6, WMA§3, 6, JPEG§4, 6, 7,
MPEG4§5, 6, DivX§6, 8, HighMAT Level 2 
(Audio and Image)]

Signal system: PAL/PAL 60 (NTSC) selectable
LCD screen: 9q α-Si, TFT wide-screen LCD 
Composite-video output:

Output level: 1 Vp-p (75 ≠)
Output terminal: ‡ 3.5 mm mini jack 
Number of terminals: 1 system

Audio output:
Output level: 1.5 Vrms (1 kHz, 0 dB, 10 k≠)
Output terminal: ‡ 3.5 mm stereo mini jack 
Number of terminals: 1 system

Audio performance:
(1) Frequency response:

≥ DVD (linear audio):
4 Hz to 22 kHz (48 kHz sampling)
4 Hz to 44 kHz (96 kHz sampling)

≥ CD audio: 4 Hz to 20 kHz
(2) S/N ratio:

≥ CD audio: 115 dB
(3) Dynamic range:

≥ DVD (linear audio): 98 dB
≥ CD audio: 97 dB

(4) Total harmonic distortion:
≥CD audio: 0.008 %

Digital audio output:
Optical digital output: Mini optical terminal
Number of terminals: 1 system

(also used for audio output)
Headphone output:

Output: ‡ 3.5 mm stereo mini jack
Number of terminals: 2 systems

Pickup:
Wave length: 662 nm/785 nm (DVD/CD)
Laser power: CLASS 3B/CLASS 3B (DVD/CD)

Power supply: DC 12 V (DC IN terminal)/
DC 7.2 V (Exclusive battery terminal)

Power consumption (using included AC adaptor):
13 W (Unit only: 10 W)

Power consumption in Standby mode
(using included AC adaptor):

approx. 0.3 W
Power consumption in Recharge mode
(using included AC adaptor):

13 W
AC adaptor:

Power source: AC 100 to 240 V, 50/60 Hz
Power consumption: 28 W
DC output: 12 V, 1.5 A

Car DC Adaptor:
DC output: 12 V, 2 A

(Vehicle with 12 V battery only)
Battery pack (lithium ion)

CGR-H701 (included):
Voltage: 7.2 V
Capacity: 2150 mAh

Dimensions (WkDkH)
(excluding protrusions and battery):

235.4 mmk179.2 mmk46.0§ mm
§24.3 mm at lowest point

(D=179.2 mm including battery)
(H=46.6 mm including battery)

Mass:
including battery; 1004 g
without battery; 862 g

]Note]
Specifications are subject to change without 
notice. Mass and dimensions are approximate.

§1Conforming to IEC62107
§2MPEG-1 Layer 3, MPEG-2 Layer 3
§3Windows Media Audio Ver.9.0 L3

Not compatible with Multiple Bit Rate (MBR)
§4Exif Ver 2.1 JPEG Baseline files

Picture resolution: between 160k120 and 
6144k4096 pixels (Sub sampling is 4:0:0, 
4:2:0, 4:2:2 or 4:4:4)

§5MPEG4 data recorded with the Panasonic SD 
multi cameras or DVD video recorders
Conforming to SD VIDEO specifications (ASF 
standard)/MPEG4 (Simple Profile) video 
system/G.726 audio system

§6The total combined maximum number of 
recognizable audio, picture and movie 
contents and groups: 4000 audio, picture and 
movie contents and 400 groups.

§7Extremely long and slender pictures may not 
be displayed.

§8Plays all versions of DivX® video (including 
DivX®6) with standard playback of DivX® media 
files. Certified to the DivX Home Theater Profile.
GMC (Global Motion Compensation) is not supported.
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